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TE Connectivity’s DIN / Wall Mount FOBOT is a small form factor metallic wall box 

suitable for Wall or DIN rail mounting designed for installation with a protected 

environment such as a street cabinet or internal application.  

The DIN Mounted FOBOT is designed to accept up to 12 x SC / FC adapters (24F 

if using LC duplex adapters) providing both splicing and patching functionality. 

Cable entries on all sides of the FOBOT provides excellent flexibility and also 

allows the unit to be installed in either the horizontal or vertical plane.  

 

FEATURES 

 Interchangeable adaptor plate options for SC, FC and LC etc 

 Removable Patch Panel 

 Hinged side cover, secured in position with 2 screws 

 Suitable for mounting Vertically or Horizontally  

 Adaptors are pre-installed 

 Internal or external cables enter via cable glands top or bottom or rear 

 Cable strength member tie down point included.   

 Removable Wall Mounting brackets 

 FOBOT can be compatible with DIN Mounting brackets or Mounting on wall 

 Max Splice Capacity of 24F 

  



  

 

 

 

 

TE Connectivity, TE connectivity (logo), Tyco Electronics,  and TE (logo) are trademarks of the TE Connectivity Ltd. family of companies 
and its licensors.  
  
 
While TE Connectivity has made every reasonable effort to ensure the accuracy of the information in this document, TE Connectivity does 
not guarantee that it is error-free, nor does TE Connectivity make any other representation, warranty or guarantee that the information is 
accurate, correct, reliable or current. TE Connectivity reserves the right to make any adjustments to the information contained herein at any 
time without notice. TE Connectivity expressly disclaims all implied warranties regarding the information contained herein, including, but not 
limited to, any implied warranties of merchantability or fitness for a particular purpose. The dimensions in this document are for reference 
purposes only and are subject to change without notice. Specifications are subject to change without notice. Consult TE Connectivity for the 
latest dimensions and design specifications. 
  

Tyco Electronics Corporation, a TE Connectivity Ltd. Company. All Rights Reserved. 

314374 12/8 Original © 2013 

Contact us: 

      

www.te.com/enterprise  
 

SPEC SHEET 

GENERAL MECHANICAL SPECIFICATIONS 

 

Number of optical ports:    12 (24 with LC Duplex) 

Splice Capacity:    24F 

Cable Diameter:    up to 12mm 

Dimensions:     (H)230 x (W)45mm x (D)205mm 

Weight:      1.5kg 

Material:     Powder coated mild steel 

Colour:      Light Grey (RAL7035) 

Fibre:     Per ITU G657.A1 

Optical connector:    SC / LC / FC 

Operational temperature range:   -20°C to +70°C   

Operational humidity range:    5%RH to 100%RH  

Install temperature range:    -5°C and +45°C 

Storage temperatures range:   -30°C to +60°C 

Storage humidity:    Up to 93%RH 

 

ORDERING INFORMATION 

 

 

 
DINF - - - -AU

Connector Type Fibre Capacity

S4 SC/APC (B Grade) 12 12 Fibre Capacity

S3 SC/UPC (B Grade) 24 24 Fibre Capacity

L4 LC / APC (B Grade)

L3 LC/UPC (B Grade)

Configuration

SP Splice Patch

XX XX XX


